
RP 1

X: -4.3m, Y: 3.8m

Capacity: 200 kg

Load: 0 kg

RP 2

X: -2.3m, Y: 3.8m

Capacity: 200 kg

Load: 0 kg

RP 3

X: -0.3m, Y: 3.8m

Capacity: 200 kg

Load: 0 kg

RP 4

X: 1.7m, Y: 3.8m

Capacity: 200 kg

Load: 0 kg

RP 5

X: 3.7m, Y: 3.8m

Capacity: 200 kg

Load: 0 kg

RP 6

X: 5.6m, Y: 3.8m

Capacity: 200 kg

Load: 0 kg

RP 7

X: -4.3m, Y: 1.1m

Capacity: 200 kg

Load: 0 kg

RP 8

X: -2.3m, Y: 1.1m

Capacity: 200 kg

Load: 0 kg

RP 9

X: -0.3m, Y: 1.1m

Capacity: 200 kg

Load: 0 kg

RP 10

X: 1.6m, Y: 1.1m

Capacity: 200 kg

Load: 0 kg

RP 11

X: 3.7m, Y: 1.1m

Capacity: 200 kg

Load: 0 kg

RP 12

X: 5.6m, Y: 1.1m

Capacity: 200 kg

Load: 0 kg

RP 13

X: 5.6m, Y: -1.4m

Capacity: 200 kg

Load: 0 kg

RP 14

X: 3.8m, Y: -1.4m

Capacity: 200 kg

Load: 0 kg

RP 15

X: 1.6m, Y: -1.4m

Capacity: 200 kg

Load: 0 kg

RP 16

X: -0.2m, Y: -1.4m

Capacity: 200 kg

Load: 0 kg

RP 17

X: -2.4m, Y: -1.4m

Capacity: 200 kg

Load: 0 kg

RP 18

X: -4.2m, Y: -1.4m

Capacity: 200 kg

Load: 0 kg

RP 19

X: -7.1m, Y: -3.0m

Capacity: 900 kg

Load: 0 kg

RP 20

X: 8.0m, Y: -3.0m

Capacity: 900 kg

Load: 0 kg
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<-- 1000 KG

RP 13-18 totalt max 1000kg

RP 7-12 Totalt max 1000kg

RP 1 - 6 Totalt max 1000kg

Främre rå max 1000kg totalt

PA MAX 900kg /Sida


